PIMA COUNTY
PROCUREMENT
130 W. CONGRESS ST., 3rd FLOOR
TUCSON, ARIZONA 85701-1317
TELEPHONE (520) 724-8161, FAX (520) 222-1484

March 12, 2013

IFB # 84484 — Boom Lift
Addendum # 1
The following revisions have been incorporated into |EB # 84484:
CHANGE
Currently reads: 4. PRODUCT OR SERVICE SPECIFICATIONS & SCOPE:

The Supplier shall provide a JLG Model 600SJ Telescopic Boom Lift per specifications provided in
Exhibit A: Specifications attached to this solicitation.

To Read: 4. PRODUCT OR SERVICE SPECIFICATIONS & SCOPE:
The Supplier shall provide a JLG Model 660SJ Telescopic Boom Lift (Or Equal) per specifications
provided in Exhibit A: Specifications attached to this solicitation.

REPLACE

Original Exhibit A - Specifications (page 11 of 11) Offer Agreement # 84484

With Exhibit A - Specifications (addendum # 1 page 11 of 11) attached to this addendum

All other specifications, terms and conditions remain the same.

Walter Lewandowski
Commodity Contracts Officer
520-724-8197
Walter.lewandowski@pima.gov
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EXHIBIT A — Specifications

Telescopic Boom Lift Specifications, JLG Model 600SJ or equal equivalent

Dimensions:

Platform Size: 36 x 96"

Overall Width: Minimum 7’ Maximum 8’
Tail swing: Maximum 3’ 11”

Stowed Height: Maximum 8’ 5”

Stowed Length: maximum 33’ 11"
Wheelbase: Maximum 8’ 1”

Ground Clearance: Minimum 12"

Weight: Minimum 27,600 Ibs.

Maximum Ground Bearing Pressure: 75 psi

Power Source:

Dual Fuel Engine: GM Vortec 3000 MPFI, 82hp / 61 kW
Generator: Minimum 2500 watts

Propane Tank: Minimum 43.5 Ibs.

Fuel Tank Capacity: Minimum 40 gal.

Hydraulic Reservoir; 32 gal.

Auxiliary Power: 12V DC

Noise Level: 70 dBa @ 7 meters

Telescopic Boom Lift Specifications continued
Chassis

Drive Speed 4WD: Maximum 4.25 mph
Gradeability: 4 WD: Minimum 45%
Turning Radius (inside) 2WS: 11’ 4”
Turning Radius (Inside) 4WS: 5’ 5”
Turning Radius (Outside) 2WS 17’ 9”
Turning Radius (Outside) 4WS 11’ 4”
Axle Oscillation: Minimum 8”

Tire Size: 15 x 19.5

Tire Type: Lug Tread

Reach Specifications:

Platform height: Minimum 60’ Maximum 66’

Horizontal Outreach: Minimum 50" Maximum 57’

Swing: 360 Continuous

Platform Capacity-Restricted: Minimum 500 Ibs. Maximum 750 Ibs.
Platform Capacity-Unrestricted: Minimum 500 Ibs.

Platform Rotator: 180° Hydraulic

Jib length: Minimum 5’ Maximum 6’

Jib (Range of Articulation): Minimum 6’ 129°

Additional accessory:
Flashing Amber Beacon

Manuals: One of each (As available)— maintenance, repair, instructions for unit, etc.

Warranty: Please provide information on the warranty (parts & labor) that is included with
purchase of new boom.



