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GENERAL NOTES

1. LOCATION, SIZE, AND MOUNTING CONFIGURATION OF
EQUIPMENT SHOWN IS APPROXIMATE. LENGTH OF RACK
AND NUMBER OF HORIZONTAL SUPPORTS (3 MIN.) TO BE
ADJUSTED TO FIT EQUIPMENT. COORDINATE WITH
EQUIPMENT MANUFACTURER’S RECOMENDATIONS.

2. UNDERGROUND AND ABOVEGROUND CONDUITS ARE NOT
SHOWN. REFER TO PLANS FOR COMPLETE INFORMATION
ON POWER CONDUITS.

3. ALL CONDUIT ENTRIES INTO RACKED EQUIPMENT
FROM UNDERGROUND SHALL BE MADE WITH A SEALOFF
FITTING.

4, PROVIDE EQUIPMENT GROUNDING CONDUCTOR IN ALL
CONDUITS, SIZED PER NEC.

5. PANELBOARD SHALL BE AS SHOWN ON SCHEDULE.
PANELBOARD SHALL ALSO HAVE THE FOLLOWING
FEATURES:
— UL LISTED AND NEC COMPLIANT
— DEAD FRONT SAFETY TYPE
— COPPER BUS BARS, INCLUDING
FULL NEUTRAL
— GROUND BAR
— GALVANIZED STEEL CABINET
WITHOUT KNOCKOUTS.
— OWNER STANDARD LOCK
— DIRECTORY CARD
— ENGRAVED NAMEPLATE, 1/4” (6 mm) WHITE
LETTERING ON BLACK BACKGROUND,
SHOWING PANEL NAME, MAINS RATING,
AND VOLTAGE.

6. PAINT ALL SHADE STRUCTURE AND EQUIPMENT
SUPPORT MEMBERS WITH ONE COAT OF PAINT NO. 1 -
ALKYD PRIMER AND ONE COAT OF PAINT NO. 2 — ALKYD

(WHITE) CONFORMING TO THE REQUIREMENTS OF STD.
SPECIFICATION 1002.

[JKEYNOTES
1. ELECTRICAL EQUIPMENT ON RACK.

2. 2-1/2” X 1-1/2" X 3/16” (64 mm x 38 mm x 5
mm) ANGLE IRON.

3. 4” (100 mm) DIAMETER GALVANIZED STEEL SUPPORT
POST (TYP.).

4. 2500 PSI (20 MPa) CONCRETE FOUNDATION.

5. 2.25” X 12” X 0.025” (57 mm x 305 mm x 0.64 mm)
ALUMINUM RIB "W” PANEL AT 2% SLOPE.

6. UNISTRUT P-3000 CHANNEL CONTINUOUS (TYP.)

7. #7 (3 mm) S.M. SCREWS, 3/8” (10 mm) LONG, 6”
(150 mm) 0.C.

8 1-3/4" X 1-1/4” X 3/16” (44 mm x 32 mm x 5
mm) ANGLE [RON.

9. 2.25" X 12” X 0.025” (57 mm x 305 mm x 0.64 mm)

ALUMINUM RIB "W” PANEL. MOUNT TO (3) UNISTRUT
CHANNELS ON BACK OF EQUIPMENT RACK.

10. OPEN SIDE TO THE NORTH, IF POSSIBLE, TO GET
THE GREATEST SHADE.

11. GROUND ROD. 3/4” X 10’ (19 mm x 3m)
COPPER-CLAD STEEL. BOND GROUND RODS TO
STRUCTURAL SUPPORTS AND PANELBOARD GROUND BAR
WITH #8 AWG. (10 mm?) BARE COPPER.

12. WEATHERPROOF SWITCH FOR LIGHTING.

13. 20A GFCI TOOL RECEPTACLE WITH WP COVER. SHALL
BE WEATHERPROOF WITH PLUG IN PLACE AND COVER
CLOSED.

14. GE #H7113B3CDD ENCLOSED AND GASKETED
COMPACT FLUORESCENT FIXTURE, OR APPROVED EQUAL.
NO SHIELDING IS REQUIRED BY THE OUTDOOR LIGHTING
CODE.
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ARCWELD 1-1/2" (38 mm) LETTERING
ONTO CAST IRON COVER
”P.C.W.M.D. TEST STATION”

BROOKS 1-RT FLUSH
CP TEST STATION OR

APPROVED

TEST
CONC

EQUAL

STATION
RETE BODY

TEST STATION
CAST IRON COVER

13-1/2”
(343 mm)

12” (305mm)

8-3/4”
(222 mm) \
- 37-1/2" (953 mm) _ 7 /8&

CONCRETE COLLAR (22 mm)
CLASS B CONCRETE \ ~ =1 12" (300 mm) r 3" (75 mm)
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(LEADS TO BE IDENTIFIED. ANODE LEAD
TO HAVE 2 KNOTS IN IT. TRACER

WIRE RUNNING NORTHERLY OR

EASTERLY TO HAVE ONE KNOT IN IT.
TRACER WIRE RUNNING SOUTHERLY OR
WESTERLY TO HAVE NO KNOTS IN IT.
KNOTS TO BE LOCATED APPROXIMATELY
6” (150 mm) FROM THE END OF THE LEAD

/
L -
s
)/
(150 mm)
18” (460 mm) OF SLACK IN COILED LEADS

S.)

WIRE NUT BOTH LEADS TOGETHER

\#14 GAUGE (1.5 mm?2) SOLID COPPER WIRE

with 15 MIL (380 wm) PVC OR POLYETHYLENE
COATING
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